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MIRAB INDUSTRIAL VALVES

No.: NFS-50-200-10

Foot Suction Non-Return Valve Data Sheet

Rev.: 00, Date: Jan 2023

Valve Type

Valve Features

Application

Fluid

End Connection type
Connection Standard
Valve Size Range
Body Rating
Temperature Rating
Design Std.

Face to Face Std.
Body

Disc

Shaft

Body Seat

Disc Seat

Spring

Screen (Mesh)

Dimension:

Foot Check Valve (Non-Return) Hydrostatic Test
Lifting type

Spring Loaded

Soft Sealing (Resilient seated)

Horizontal or Vertical Installation

Silent and Quick Operation

Minimum Hydraulic Shock

Good Sealing under Low Differential Pressure

Coating System

Backflow Prevention & Filtering

Raw water, Drinking water

Flanged, RF

DIN EN 1092-2 (DIN 2501) PN10/PN16
DN 50 ~ DN 200 (NPS 2~ NPS 8)

Up to 16 bar

Up to 70 °C

Mirab Std.

DIN EN 558-1 Series 14 (DIN 3202-F4)

Acc. to DIN EN 12266-1/ API Std. 598/ 1SO 5208
Body Test: @ 1.5%PN, Seat Test @ 1.1*PN

Electrostatic Epoxy Powder, RAL 5005
Min DFT 250 micron (Food Grade)
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mm bar mm mm mm mm mm mim mm
50 10,16 165 125 19 4 19 228 80 110
65 10,16 185 145 19 4 19 250 80 145
80 10,16 200 160 19 8 19 260 80 150
100 10,16 220 180 19 8 19 270 80 180
125 10,16 250 210 19 8 19 300 100 218
150 10,16 285 240 23 19 320 13 240
200 13 340 295 23 182 20 380 150 310

Website: www.mirab-valves.com

Email: Sales@mirab-valves.com




